Health and Safety Policy
Statement of Intent, Organisation &
Arrangements

Springfield
Golden Lane,
Clacton-on-Sea,
Essex. CO16 0LD
Tel: 01255 863898

Health & Safety Policy
Contents
1 Health and Safety Policy Statement of Intent

Page 3

2 Organisation & Responsibilities

Page 4

3 Arrangements

Page 8

Identification and control of risks arising from work activities
Construction Design Management
Asbestos
Manual Handling
Working at Height
Workforce involvement/consultation
Safe plant and work equipment
Portable electrical equipment
Safe use, handling and storage of articles and substance
Personal protective equipment
Health surveillance and ill health
First aid
Accident reporting and investigation
Information, instruction, training and supervision
Fire precautions
Welfare facilities
Monitoring, audit and review
Register of Legal Requirements

Page 9
Page 10
Page 13
Page 14
Page 14
Page 14
Page 15
Page 15
Page 17
Page 17
Page 18
Page 18
Page 19
Page 21
Page 21
Page 22
Page 22
Page 23

Issue: 7
Date: 31/12/2017

Page 2 of 21

Health & Safety Policy Statement of Intent
The Director and Management of Harrison Waterproofing Ltd regard health and
safety to be a high priority within its operations. We are therefore committed to
ensuring the health, safety and welfare of all our employees and any person not in
our employment but who may be affected by our undertakings. The company will
provide reasonable funds to ensure the measures detailed in this policy are
implemented.
To accomplish this we will comply fully with all applicable laws and regulations and
provide reasonable funds in order to, as far as is reasonably practical:
•

Prevent accidents and cases of work-related ill health

•

Provide adequate control of health and safety risks arising from work activities
and ensure that any place of work under our control is maintained in a safe
condition without risks to health

•

Engage and consult with employees on day-to-day health and safety conditions
and provide advice and supervision on occupational health

•

Provide and maintain plant and systems of work that are safe and without risk to
health

•

Ensure the safe use, handling, storage and transport of articles and substances

•

Provide adequate information, instruction and training to ensure employees are
competent to do their work

•

Provide adequate supervision to ensure the health and safety of employees at
work

•

Provide and maintain a working environment that is safe, without risk to health
and adequate as regards facilities and arrangements for employees welfare at
work

•

Implement emergency procedures such as evacuation in case of fire or other
significant incident.

This policy is subject to review, monitoring and revision every 12 months, or sooner if
legislation, work activities change or an incident occurs that indicates it is no longer
valid.
Signed:

Peter Harrison

Date: 31st December 2017

Managing Director
Next Review Date: 31st December 2018
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Organisation & Responsibilities
Managing Director
Peter Harrison
Director responsible for Safety

Managers
Accounts and administration

Nominated Health & Safety
Consultants

Supervisors

Sub-Contractors
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Responsibilities of Managing Director (Director Responsible for Safety)
As the Managing Director Peter Harrison is ultimately responsible for the health, safety and
welfare of employees and of everyone else who may be affected by the Company’s activities,
including the public. The Managing Director is specifically responsible for ensuring that:
•
•
•
•
•
•
•

An adequate and effective Policy for health, safety and welfare is prepared and implemented
Adequate and effective arrangements for planning, organisation, control and monitoring for
health and safety
are implemented in accordance with relevant legislation and this policy
Sufficient financial, labour resources and time are available to meet statutory requirements
Suitable equipment and safe systems of work are provided to prevent or reduce risks to health
and safety
Competent health and safety advice and support is available
Company environmental policy objectives are met

Responsibilities of Managers:
The Managers are responsible for ensuring that commitment to health and safety is given proper regard
and implemented on a day to day basis by all persons.
They will consult with employees on matters of health and safety, and report their views to the
Managing Director.
•
•
•
•
•
•
•
•
•
•
•
•
•
•
•
•
•

To understand policy and procedures etc on health, safety and welfare
To carry out their duties according to the policy and procedures etc
To ensure and maintain a safe workplaces and environments for each and every job
To ensure employees and trainees are adequately supervised
They ensure that training of all employees under their control are up to the standards
To carry out risk assessments (with assistance and approval from others)
To ensure that PPE is issued to staff and used correctly.
Accidents and Incidents are properly recorded, reported and investigated
That statutory inspections of equipment are carried out and records are maintained
To ensure adequate first-aid arrangements and welfare facilities are maintained
To ensure that staff know the action to be taken in an emergency/abnormal situation
That safety information is communicated to employees and others e.g. results of risk
assessment/method statements
That safety information is kept available for the information of staff and others
That consultation, with the employees and others, on safety matters takes place
Harrison Waterproofing Ltd personnel are not required or permitted to take unnecessary risks;
To conduct themselves and carry out supervisory responsibilities as for staff below.
A positive attitude towards Health and Safety and accident prevention is promoted within
Harrison Waterproofing Ltd
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Responsibilities of Employees, Sub Contractors & Specialist Contractors
All employees have a duty to co-operate with the employer under the Health and Safety at Work Act
1974, the Management of Health and Safety at Work Regulations 1999 and all other related regulations.
Self-employed subcontractors will comply with all aspects of this policy as though they were employees.
Conversely Harrison Waterproofing ltd will treat self-employed subcontractors as though they were
employees.
All employees and self-employed subcontractors will therefore:
•
•
•
•
•
•
•
•
•
•
•
•
•
•
•
•

Comply with Harrison Waterproofing Ltd Health and Safety Policy, risk assessments and other
documented procedures
Comply with the safe system of works.
Comply with the Principal Contractors Construction Phase Plan on CDM projects
Co-operate with management and follow reasonable instructions in the interests of health &
safety
Use, operate or maintain any plant or equipment as instructed and not misuse it in any way
Ensure that guards or covers are in position whilst plant / equipment is in use
Keep plant, equipment and PPE in good condition and report defects
Report any accident, dangerous occurrence or condition to the Safety Co-ordinator
Take all reasonable steps to ensure the safety of themselves and of others
Avoid improvised arrangements and suggest safe ways of reducing risks, where appropriate
Observe all warning notices and follow instructions
Not interfere with or misuse anything provided for them in the interests of health, safety and
welfare
Wear appropriate clothing, footwear and PPE conducive to the work
Raise any health & safety concerns with the site supervisor
Report immediately any defective plant and equipment and not use it until repaired
Inform their manager if they suffer from any allergy, health problem or are receiving medication
likely to affect their work or ability to do manual handling tasks

Any breach of these requirements will be treated as a breach of contract and appropriate disciplinary
action may be taken. The taking of any reasonable action to safeguard the health, safety and welfare of
themselves and others will not result in any form of disciplinary action.
Health and Safety Consultancy - Competent Safety Advice
Advice on health, safety, occupational health and environmental matters will be available from the
Company’s nominated Health and Safety Consultant:
The responsibility of the Health and Safety Consultants are to monitor changing health and safety
legislation & good working practices with an aim of advising & recommending revisions, modifications &
amendments to the existing Health and Safety Policy, documentation and systems of work to enhance
the Health and Safety culture & comply with the existing and/or new legislation.
In addition the Health and Safety Consultant will undertake to perform those duties laid out below when
requested or should the necessity arise:•
•
•
•

To advise Management at all levels, when requested on the implementation of Health and
Safety, i.e. relevant legislation, Codes of Practices and guidance material, fire precautions, the
suitability of safety equipment and accident reporting procedures.
To monitor by inspection of the workplaces, workshops and accommodation, the Health and
Safety performance of employees and to report back to the Directors on such inspections.
To advise on and prepare, if requested, Health and Safety documentation.
To prepare statistical analysis in accidents and causation classification, with recommendations
on preventative measures to be implemented.

Issue: 7
Date: 31/12/2017

Page 6 of 21

•
•
•
•
•
•
•

To investigate and report major injuries, notifiable dangerous occurrences, other accidents and
incidents and to attend and report on legal proceedings in which Harrison Waterproofing Ltd
may be involved.
To promote good working relations with the Health and Safety Executive and other Enforcing
Authorities and to strive at all times to achieve with the co-operation of the Management,
compliance with current legislation.
To advise on fire precautions, signage and best practices with regards to fire prevention.
To assist in the choice and suitability of safety equipment and methods of training in its use and
storage etc.
Give guidance on the correct reporting procedure with regards to accidents at work in
accordance with the Reporting of Injuries, Diseases and Dangerous Occurrences Regulations
(RIDDOR)
To provide training where required ensuring continued competency.
Undertake noise surveys when requested to ensure the compliance with the Control of Noise
Regulations.

The Health and Safety Consultant or his nominee is also empowered during an inspection to stop
machinery, systems of work or processes which he considers presents hazards to the operators or to
other personnel and to bring to the attention of a Director details of such actions.
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Arrangements
Responsibilities
OH&S Objective Control

Co-coordinating H&S Issues

Investigating and Reporting Accidents,
Incidents and Near Misses

Risk Assessment

Manual Handling Assessment

Subcontractor/Sub-subcontractor Review

Description

Name(s)

Responsibility and Authority for planning and
achieving OH & S Objectives, by the
provision and analysis of Monthly input data
for evaluation against given targets

Peter Harrison

Appointed Persons for Co-coordinating Health
& Safety

Peter Harrison

Provision of Management Statistics,
Investigation Reports, Accident Book
entries & RIDDOR Reports

Peter Harrison Managers
Assistance from H&S Consultancy

Provision of Suitable and Sufficient Common
(CH) Hazard and Task Specific (TS) Risk
Assessments to identify, control and eliminate
any foreseeable harm

Peter Harrison / Managers
Assistance from Assistance from H&S
Consultancy where required

Assessment of hazardous Manual Handling
activities to identify, control and eliminate any
foreseeable harm

Peter Harrison / Managers
Assistance from Assistance from H&S
Consultancy where required

To review, approve and maintain the
register of Approved Subcontractors

Peter Harrison
Assistance from Assistance from H&S
Consultancy where required

Workplace Inspections (Including
Subcontractors)

To undertake planned Safety Tours and
Safety Inspections to provide input data for
Management Review

Peter Harrison / Managers

Hazardous Substances

COSHH Risk Assessments & Control of
Material Safety Data Sheets (MSDS’s)

Peter Harrison / Managers
Assistance from Assistance from H&S
Consultancy where required

Assistance from Assistance from H&S
Consultancy where required

Training

H&S Induction and Task Specific Training e.g.
Plant, Manual Handling, PPE & Hazardous
Substances

Peter Harrison / Managers
Assistance from Assistance from H&S
Consultancy where required or External
Training Provider

Display Screen Equipment

Work Station Assessment of DSE ‘Users’

Self-assessment by users

Fire and Evacuation Arrangements Fire Risk
Assessment

Appointed Competent Person(s) to ensure
fire safety

Peter Harrison
Nominated Fire Wardens
Assistance from Assistance from H&S
Consultancy where required

To control the allocation of PPE and to
provide information, instruction, training and
supervision.

Peter Harrison
Managers & Supervisors

Personal Protective Equipment (PPE)

Health & Safety Consultation

First Aid / Appointed Person

Work Equipment Inspections

Portable Appliance Testing (PAT)
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To represent their members’ interests in
matters of Health, Safety and Welfare.

Eamonn Flanagan

To administer First Aid Treatment, Contact
the Emergency Services, maintain First Aid
Equipment
To undertake planned & documented
“thorough” inspections of work, access &
lifting equipment and accessories
To thoroughly inspect portable electrical
appliances

Managers/ Hire company

Competent Outside Contractor
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Arrangements
Identification and control of risks arisingPeter
from
Harrison.
work activities

Risk Assessment Procedure

Revision 6 Harrison Waterproofing
Responsibility: Responsibility for ensuring all necessary risk assessments are completed rests with Simon Harrison. Competent assistance in the
completion of risk assessments may be obtained from consultant GCC.
Scope: The purpose of this procedure is to clearly identify the steps to be followed with regards to the completion and maintenance of suitable and sufficient risk
assessments that will ensure, so far as is reasonably practicable, the health and safety of those employed by Harrison Preservation Ltd and those who
may be affected by the company’s undertakings
Document / form references: Risk Assessment template
Information needed: Details of the task being completed / equipment being used (including copy of user manual)
Details of who will be undertaking the task / using the equipment
Details of others who may be affected by the task / use of equipment
Details of current controls in place
Outcome of procedure: The creation of a suitable and sufficient risk assessment that will identify additional controls necessary to ensure the safety and health of
those placed at risk by the operation that will be reviewed and updated as necessary.
START

NOTE: For each hazard those who might be harmed must be
identified in order to best manage the risk. Groups of people at
risk are to be listed (e.g. ‘operatives undertaking the
waterproofing work’ or ‘passers-by’) along with how they might
be harmed. When identifying who might be harmed and how,
remember:
Some workers have particular requirements, such as new
and young workers, new or expectant mothers and people
with disabilities may be at particular risk.
Cleaners, visitors, contractors, maintenance workers, etc,
who may not be in the workplace all the time may require
that extra thought is given to removing/reducing the risk for
some hazards.
Consider whether members of the public could be hurt by
the company’s activities.
If the workplace is shared (or other contractors will be
working on site at the same time) consideration will need to
be given to how the company’s work affects others
present, as well as how the work of others will affect the
company’s staff (communication will be required between
all parties).

Identify the
hazards

Decide who might
be harmed & how

Assess the
precontrols risks

NOTE: Identify what controls are already in place, if any, to
reduce the risk from each identified hazard, such as guarding
on machinery and equipment or training and experience of
operatives.
NOTE: Considering the control measures currently in place
now assess what residual risk is posed by the hazard in the
same way as the pre controls risk was assessed.

Identify the controls
currently in place to
reduce the risks

Assess any
residual risks

Identify any
extra controls
needed to
further reduce
the risks
NOTE: Recording the results of risk assessments helps
demonstrate a suitable and sufficient assessment has been
undertaken and assists in providing staff with information
about the risks of the work.
NOTE: A risk assessment is pointless unless the findings are
implemented. It can be helpful to draw up a plan of action in
order to ensure the identified control measures are put into
place.

Record the findings
of the assessment
Implement the
control measures
identified
Review and
update the
assessment as
necessary

NOTE: Familiarity with a workplace, piece of equipment,
chemical or task can lead to complacency and make it easy to
overlook some hazards so the following steps should be taken to
ensure the hazards that matter are identified:
➢ Take the time to walk around the workplace, examine the
piece of equipment or observe a task being carried out
➢ Speak to those who are carrying out the work (employees /
subcontractors) as they are best placed to identify the
hazards involved and may have noticed things that are not
immediately obvious to an onlooker
➢ Check manufacturers’ instructions or data sheets for
chemicals as they will spell out the hazards and help put
them into perspective, they will also often supply advice on
necessary control measures
➢ Consider the non-routine hazards as well as the routine,
such as hazards that may only arise in an emergency
situation (e.g. fire or flooding) or during maintenance when
guards may be removed exposing dangerous parts that
operatives are normally protected from.
➢ Consider long-term hazards to health as well as safety
hazards, such as high levels of noise, vibration or exposure
to harmful substances
➢ Look through accident and ill-health records as they may
help identify some less obvious hazards
➢ Finally, for additional information visit the HSE website to
see if any of their publications are relevant to the
assessment being carried out
NOTE: To evaluate the level of risk posed by each of the
identified hazards it is necessary to consider the likelihood of
someone coming to harm and the severity of the harm that would
be caused.
A number rating is to be used to rate the likelihood and
severity of harm and these figures multiplied together will provide
a risk factor.
➢ Likelihood to be ranked from 1 (meaning harm is unlikely to
occur) to 5 (meaning harm is almost guaranteed to occur
with no control measures in place)
➢ Severity is also to be ranked from 1 to 5, with 1 meaning
only minor injury to few people would be expected with no
control measures in place and 5 meaning death or severe
injury to multiple people would be expected
➢ Once multiplied together a risk factor of between 1 and 25
will be obtained; 1 signifies minimal or a low risk while 25
signifies an unacceptably high risk that must be dealt with
immediately.
NOTE: Having spotted the hazards, identified current controls
and assessed the residual risk it may be necessary to implement
further controls to reduce the level of risk to a more acceptable
level. Compare what current controls are in place and how the
work is organised with recommended good practice (examples of
which can be found on the HSE’s website www.hse.gov.uk) then
see if there is more that needs to be done to bring the company
up to standard. Consider whether the hazard can be removed
altogether, if not look to apply the following principles (preferably
in the order given):
➢ Try a less risky option (e.g. switch to using a less hazardous
chemical or use a mechanical aid instead of manual
handling)
➢ Prevent access to the hazard (e.g. by guarding)
➢ Organise work to reduce exposure to the hazard (e.g. put
barriers around the direct worksite to segragate passers-by)
➢ Issue personal protective equipment (e.g. clothing, footwear,
goggles, etc) and provide welfare facilities (e.g. first aid and
washing facilities for the removal of contamination)
➢ Finally always ensure appropriate information, instruction,
training and supervision is provided
NOTE: All risk assessments will be reviewed once a year, or
sooner if there is reason to suspect the risk assessment is no
longer applicable (e.g. following an accident/incident or following
a change to the equipment, substances or procedures). During
the review consideration will be given to whether any further
improvements can still be made.

STOP
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Arrangements to Comply with Duties under CDM 2015

The Construction (Design and Management) Regulations 2015 came into force on 6th April
2015 and apply to all construction works, with additional responsibilities where projects
extend over 30 days. Known as the CDM Regulations, they are aimed at improving the
management of health and safety throughout all stages of construction with the aim of
reducing the number of fatalities, serious accidents and ill health which occur during
construction, maintenance and demolition.
The regulations impose duties on all those involved in the construction process: client,
architect, other designers, consultants, contractors and sub contractors. The regulations
create four duty holders - the Principal Designer, the Client, the Designer, and the Principal
Contractor. The CDM Regulations apply to all construction projects undertaken in the UK
and designed in the UK. They impose certain duties on the client or the client’s
representative, and include the appointment of the Principal Designer).
The Principal Designer has responsibility for coordinating the health and safety aspects of a
design, for ensuring that a pre-tender Health and Safety Plan is prepared and a Health and
Safety File is handed to the client on completion. The Pre-Commencement Health and
Safety Pack is required to pass health and safety information about the project to all people
further down the chain including sub contractors and Principal Contractors.
The client must ensure that all duty holders are competent and experienced enough to
undertake the role. Principal Designers should be experienced in design coordination and
able to ensure cooperation between designers, monitor information flow between members
of the design team and to ensure that health and safety matters are addressed in the design.
They should also be able to review the health and safety plan prepared by the Principal
Contractor and advise the client as necessary.
Initial CDM Actions Required of Harrison Waterproofing Ltd
•

Check that the client is aware of the legal duty to appoint an appropriate person in to
the role of Principal Designer as soon as practicable, followed by a principal
contractor. He must satisfy himself as to the competence and resources of both these
parties concerning health and safety matters and Issue standard letter.

•

Note the Principal Designer is a role not a person and can be undertaken by anyone
with the experience and competence. If the client does not appoint a Principal
Designer they are deemed to have taken on the role.

•

Check that the client is aware of the legal duty to make available a Health and Safety
File in respect of work previously carried out, and other relevant information
concerning the site or premises. Note when design work has been carried out by
others information on that design must be passed on at the start of our commission.
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•

Check that inspections or surveys of the site or buildings cover all matters, which
might indicate potential health or safety hazards.

•

Check that, when assessing risks that proper consideration is given to eliminating
or reducing potential health and safety hazards when planning site layouts or
development. This may include the way that contractors’ activities on site are to be
planned.

•

Check that there is full co-operation between the lead consultant and all others,
including consultants and specialist subcontractors, having a design input with
regard to health and safety matters.

•

Check that there is full co-operation with the Principal Designer over the
production of the Health and Safety information relevant for pre-tender.

•

Check that the Principal Designer is invited to attend site meetings.

•

Check that the pre-tender Health and Safety information is part of the tender
documentation supplied to the principal contractor and subcontractors.

•

Check that tenders are carefully examined to ensure that the selected contractor
has the necessary competence and resources to deal with health and safety
matters and that the price and programme reflect this.

•

Check that the building contract has provisions for compliance with Health and
Safety Regulations, and for the contractor to cooperate with the Principal Designer
and provide “as issued for construction” information, etc.

•

Check that the client is aware that no work must start on site before a suitable
construction phase Health and Safety Plan has been produced by the Principal
Contractor as a management document for the works.

•

Check that a copy of any architect’s instruction or variation with health and safety
implications is passed to the Principal Designer, so that the Health and Safety
Plan can be updated.

•

Check that relevant information is passed to the Principal Designer from time to
time for possible inclusion in the Health and Safety File

CDM Principals
The basic principals which will be adopted by Harrison Waterproofing Ltd are
outlined as follows: Consider safety and health from the outset of the project,
systematically and at each stage.
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Clients - to seek and provide information about the site, the land, existing
buildings; Designers - to consider the principles of risk avoidance and
reduction from the earliest stages.
Where appointed to provide an input on design, Harrison Waterproofing Ltd will
comply with their duties under Regulation 11 of the Construction (Design and
Management) Regulations 2015, by;
•

•
•

considering the foreseeable hazards and eliminating where possible
through alternative work practices (including plant selection,
materials/product selection, arrangements for access to height etc) and
discussions with the Client, other Designers and Principal Designer;
where it is not reasonably practicable to implement alternative practices,
provide adequate information to relevant persons to ensure suitable
control measures can be implemented;
where suitable control measures cannot be implemented to provide a safe
working environment, reconsider the works with the Client and Principal
Designer.

Involve all those who can contribute to improved health and
safety Clients, Designers, Contractors, Employees and those
working on the site.
This may be achieved through risk review meetings and collation of a hazard
analysis schedule (pre- commencement), ongoing health and safety meetings with
Contractors, and project review meeting on completion of the works.
Ensure proper co-ordination and communication again from the outset, and
throughout a project.
Principal Designer to co-ordinate and review the design effort and act as a focal
point for information and carry this function forward into the construction phase of the
project. The procedure will be readily embraced by Harrison Waterproofing Ltd and
introduced to all Sub-Contractors as the method of co- ordinating and
communicating information. Procedures such as weekly health and safety meetings,
use of information channels and transmittal sheets have been proven reliable tools
on previous projects.
Check that adequate competency is held by any party appointed and is adequately
resourced by competent persons.
Check competence and resources of Principal Designers, Designers, Contractors
and Specialists.
This is achieved initially through the issue of a Competency Questionnaire at tender
stage by Harrison Waterproofing Ltd to Contractors under consideration, following
guidance within Appendix Two of the CDM 2015 ACoP. Where possible, Previously
vetted Contractors will be appointed to ensure satisfactory health and safety
standards will be maintained throughout the project.
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Plan and manage health and safety
The information required for the Health and Safety Plan will be initially collated and
communicated by the Principal Designer, and will be taken forward by Harrison
Waterproofing Ltd where acting as Principal Contractor to become a central
document for managing health and safety during construction work and reviewing
and monitoring activities on site.
Share and communicate information as and when necessary.
•

Between the Client and Designers and their Principal Designer during the
project development; Between the Client and the Principal Contractor;

•

Between the Principal Designer and Harrison Waterproofing Ltd, where
acting as Principal Contractor as the Health and Safety Plan is developed;

•

Between Harrison Waterproofing Ltd and Contractors as and where
appointed;

•

Between Harrison Waterproofing Ltd, Contractors and those working on site
as operations progress.

The procedure for the ongoing communication of information on any project will be
established and implemented dependent on the nature, complexity and duration of
the works in question.
The arrangements will be recorded within the Health and Safety Plan. Where
possible, the procedures initially implemented by the Principal Designer will be
followed to ensure a clear flow of information throughout the works.
Record useful information to form the basis of future improved health and safety
management.
The Health and Safety File, developed by the Principal Designer or and maintained
by the Client acts as a repository for information relevant to health and safety, in
the later stages of a project and during subsequent maintenance.
Asbestos
As with all other hazards, the risk posed by asbestos containing materials will be
assessed using the previously detailed risk assessment procedure. However, in
addition to this, all employees who may be at risk of coming into contact with
asbestos containing materials will have undergone some form of asbestos
awareness training whether as a toolbox talk delivered by a competent member of
staff or through e-learning courses provided through the HSE website.
When it is necessary to undertake work with asbestos containing materials the
relevant task sheet(s) from the HSE website are obtained to provide information and
best practice guidance to be included in the creation of the method statement for the
work.
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Manual Handling
Manual handling, as with other work place hazards, is managed through risk
assessment; however, the risk assessment for manual handling follows a slightly
different format to that previously detailed in the risk assessment procedure. Instead
of just considering the hazard (the movement of the load by bodily force) and those
at risk (generally the individual(s) involved in the movement of the load) it is
necessary to break these elements down further and consider the Task, the
Individual, the Load and the Environment before relevant and appropriate control
measures can be identified and put in place. Due to this difference in assessment
technique it is necessary to record the findings of manual handling assessments in a
different format to standard risk assessments (see manual handling assessment
form).
In addition to the completion of suitable and sufficient assessments of all manual
handling tasks, all employees are provided with basic manual handling training to
ensure they have the knowledge and understanding to safe guard their own safety as
well as that of others who may be affected by the manual handling tasks performed
during the course of the work.
Work at Height
All work at height will be appropriately risk assessed and the necessary control
measures put in place to ensure the work can be carried out safely and without risk
to health. Wherever possible work at height will be avoided, however when this is
not possible all equipment used in the course of performing the work at height will
meet PUWER & LOLER regulations (where applicable) or, in the case of ladders and
step ladders, will have been thoroughly inspected prior to works commencing and
only utilised if in a safe, undamaged condition. All work at height equipment will be
used by competent employees in accordance with best practice and, where identified
as being necessary by the risk assessment, with a rescue plan in place in case of an
emergency.
Where working at height is necessary, the Peter Harrison will ensure that:
Ø All work at height is properly planned and organised
Ø Those involved in working at height are competent
Ø The risks from work at height are assessed and appropriate work equipment is
selected and used
Ø The risks from fragile surfaces are properly controlled
Ø Equipment for working at height is properly inspected and maintained
Workforce Involvement/Consultation
Harrison Waterproofing Limited is determined to protect its employees and others from
harm or ill health and acknowledges that to do this it is essential to involve the
workforce in the management of health and safety issues.
Harrison Waterproofing Limited workforce involvement is a two-way process in which
we:
Ø Talk to one another
Ø Listen to one another’s concerns
Ø Raise concerns and solve problems together
Ø Seek and share views and information
Ø Discuss issues in good time
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Ø Consider what everyone has to say and
Ø Make decisions together
The employee representative is Eamon Flanagan and consultation with employees is
provided by Peter Harrison, Company Manager, in conjunction with Nigel Wicks Site
Foreman. Being a small business an informal system for involving and consulting with
employees on health and safety matters is in place
This system has been developed because experience has shown that employees are
more willing to put forward comments and suggestions when able to make them in a
relaxed informal way to their manager/supervisor.
Safe Plant and Work Equipment
Work equipment encompasses everything from a hammer to a hydraulic breaker, from
a spade to an excavator and from a wheelbarrow to a dumper. Peter Harrison will
ensure that all new plant and equipment meet, and preferably exceed, minimum
health and safety standards prior to purchasing. They will also ensure that work
equipment is only used for operations and in conditions for which it was designed.
Maintenance and inspection regimes will be implemented to ensure that all work
equipment is kept in safe operating condition.
Operators are responsible for ensuring they are familiar with the risk assessments for
the particular piece of equipment they are to be using and should ensure all controls
are in place and all checks carried out prior to commencing work.
Individual operators are responsible for the work equipment they are using and for
ensuring it is stored in a suitable location that will prevent unauthorised access
whether on site or on company premises. Individual operators are also responsible for
identifying any problems with their work equipment prior to use; this includes drivers of
company vehicles. Any faults or problems identified must be immediately reported for
assessment and repair to their line manager.
Portable Electrical Equipment
All portable electrical equipment, e.g. hand tools, generators and temporary lighting,
will only be operated at a voltage not exceeding 110 volts and must only be repaired
by a qualified electrician. All portable electrical equipment must undergo the same
routine inspection and maintenance as the other work equipment but must also have a
current test certificate/label showing satisfactory inspection has been completed by a
qualified electrician.

The Table Below sets out the suggested frequency of formal visual inspections and
combined inspections and electrical tests for portable and transportable electrical
equipment. It gives suggested starting intervals when implementing a maintenance
program.
Where one figure is given, this is a guide for anticipated average use conditions; more
demanding conditions of use will require more frequent formal visual inspections, and/or
combined inspections and tests.
Where a range is shown, the small interval is for more demanding conditions of use and
the longer interval is for less demanding ones. It is up to the duty holder, with
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appropriate advice where necessary, to assess the conditions affecting equipment,
which may lead to potential damage and/or deterioration and should determine the
maintenance regime
Type of business
activity

User checks

Formal visual
inspection

Equipment hire

N/A

Construction (For
indication only.

110 V-Weekly
230 V mains Daily/every shift

Light industrial

Yes

Heavy industrial/high
risk of equipment
damage
Office information
technology, e.g.
desktop computers,
photocopiers, fax
machines
Double-insulated
equipment not handheld, e.g. fans, table
lamps
Hand-held, doubleinsulated
(Class II) equipment,
eg some floor
cleaners, kitchen
equipment and irons
Earthed (Class I)
equipment, e.g.
electric kettles, some
floor cleaners
Equipment used by
the public, e.g. in
hotels
Cables and plugs,
extension leads

Daily

Before initial use
then
6-monthly
Weekly

No

1-2 years

None if doubleinsulated, otherwise
up to 5 years

No

2-3 years

No

Yes

6m-1Year

No

Yes

6 months - 1 year

1 - 2 years

By member of staff

3 months

1 year

Yes

1 year

2years
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Before issue/after
return
110 V-Monthly
230 V mains weekly

Combined
inspection and
test
Before issue
110 V - Before first
use on site then 3monthly
230 V mains Before first use on
site then monthly
6 - 1 2 months
6 - 1 2 months

Page 16 of 21

Safe Use, Handling and Transportation of Articles and Substances
As required by the Control of Substances Hazardous to Health (COSHH) Regulations,
top management will ensure that all new substances can be used safely before they
are purchased and that a COSHH assessment is completed and the identified control
measures implemented before any substances are used by company employees. Top
management will also ensure that all relevant employees are informed about the
COSHH assessments and receive any necessary training to ensure they are able to
undertake their work without risk to their own or other people’s health (including
training on emergency procedures such as spillage and fire involving substances
hazardous to health).
Copies of COSHH assessments and material safety data sheets (MSDS) will be made
available at the chemical stores (so they can be easily accessed by the emergency
services in case of a fire), on site and within vehicles transporting substances. To
ensure the safe transportation of substances spill kits, fire extinguishers, appropriate
first aid (including sufficient quantities of eyewash) and personal protective equipment
will be held on all vehicles transporting substances; the vehicles will display any
necessary hazard warning signage and vehicle cabs will be separated by sealed
bulkheads.
As with the risk assessments, all COSHH assessments will be reviewed every 12
months or when the work activity changes, whichever is soonest.
Personal Protective Equipment
Personal protective equipment (PPE) is only to be used as a last resort; risks must be
reduced as far as practicable by other means before PPE is used.
Top management will ensure that PPE is supplied, free of charge, to all employees
needing it, that each employee signs to acknowledge receipt of their PPE and that
sufficient information, instruction and training is given to allow them to use the
equipment effectively and inspect it for faults or defects. Suitable accommodation shall
be provided for the storage of any PPE issued such that it is protected from
contamination, loss, damage, damp or sunlight. Where PPE may become
contaminated during use, storage should be separate from any storage provided for
ordinary clothing. PPE storage need only be appropriate; it does not have to be fixed,
e.g. a case for safety glasses or a container in a vehicle for PPE.
Each employee is responsible for inspecting their own PPE before use and for
reporting any faults or defects to the site supervisor / company manager immediately;
all faulty PPE must then be replaced immediately or the employee should not be
expected to undertake the planned work. Employees must maintain and care for their
PPE to ensure it continues to provide the degree of protection for which it is designed,
this may include cleaning, replacing worn / end-of-life items and testing the
effectiveness / fit of the equipment; more intricate repairs must only be carried out by a
competent person. They must also ensure they wear all PPE correctly and at all times
when required to do so to ensure the protection of the health and safety.
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Health Surveillance and Ill Health
Harrison Waterproofing Limited acknowledges the important part health surveillance
plays in protecting employees from illness caused by being exposed to health risks at
work. It also acknowledges that health surveillance is not a substitute for controlling
health risks at work, merely a tool which helps to check on how effective
implemented control measures are and help to pinpoint where further steps may be
necessary. .
For the majority of cases a simple form of health surveillance will be employed
involving employees checking themselves for signs or symptoms of ill health. A
series of questionnaires will be utilised to assist with the periodic recording of these
checks (an initial health surveillance questionnaire to identify any existing areas of
concern for new employees, and a yearly health surveillance questionnaire intended
to identify any new issues or worsening of existing ones). In addition to the formal
recording of self-assessments all employees will be encouraged to report any
concerns, signs or symptoms of ill health to their supervisor or the company manager
immediately so that appropriate action can be taken to prevent further harm.
In cases where more complicated assessments are required, an occupational health
nurse will be employed to ask about symptoms and carry out an examination. In
cases where a clinical examination is required a doctor trained in occupational
medicine will be employed to carry out the examination.
Health surveillance is required in the following circumstances:
➢ Night work (when employees do at least 3 hours on a regular basis);
➢ Persons requiring a Group 2 licence (LGV and HGV drivers) as required
under legislation;
➢ Employees regularly exposed to an average exposure over 85dBA;
➢ Employees exposed to vibration at or above an exposure action value;
➢ Where identified by a risk assessment or COSHH assessment;
➢ Any ad-hoc exposure incidents where health surveillance is deemed prudent
and applicable.
First Aid
An assessment of first-aid needs has been undertaken and to ensure Harrison
Waterproofing ltd employees receive immediate attention if they are taken ill or are
injured at work at least one member of each operational team must have completed
an accredited emergency first aid at work course. In addition to this each company
vehicle is to have a suitable first aid box and it is the responsibility of the main vehicle
driver to ensure it is fully stocked at all times.
All employees will be given full details on the first-aid arrangements in place both
upon joining the company and periodically as part of the Company’s health and
safety training programme, employees will also be provided with details of any
specific site arrangements that have been put in place by Client or Principal
Contractor as part of the site induction process.
In the event of an incident requiring the provision of first aid, it is essential that the
arrangements detailed on the following page for accident reporting and investigation
are also followed.
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Accident Reporting and Investigation
The following definitions are used by Harrison Waterproofing Limited:
An accident:
An unplanned, uncontrolled event which has led to ill health, injury, damage,
production losses or increased liabilities
A near miss:
An event which had the potential to cause injury and/or damage and/or loss,
but which was avoided by circumstances
A dangerous occurrence:
A near miss which could have led to a serious injury or loss of life
All accidents and cases of work-related ill health are to be recorded in the accident
book, a copy of which is kept at the office. All incidents (including near misses and
dangerous occurrences) are to be reported to Peter Harrison, immediately so an
appropriate investigation can be performed. In the case of minor injuries, a formal
investigation may not be necessary, although any actions taken following the incident
must be recorded for future reference. All injury incidents, however minor, must be
reported so that the incident can be investigated, the cause identified, corrective
action taken (where appropriate) and safer working conditions developed.
If there is an incident where an employee, self-employed person working on the
premises or a member of the public is killed the Line Manager shall be responsible
for contacting the emergency services and ensuring the site is secured and, where
possible, screened off from onlookers before immediately informing Peter Harrison of
the event. Peter Harrison will be responsible for reporting the incident to the HSE via
telephone that day and for completing accident report form F2508 which must be
submitted within 10 days of the incident.
In situations involving major / specified injury the designated First Aider shall use
their discretion with regard to any recommendation for hospital attention. If the injury
is such that an ambulance is required, the First Aider is responsible for designating
someone to contact the emergency services. The line manager, is responsible for
suspending any work and making the site safe as necessary following such an
incident and is then responsible for ensuring as much detail as possible about the
incident is relayed to Peter Harrison.
Accidents must be reported where they result in an employee or self-employed person
being away from work, or unable to perform their normal work duties, for more than
seven consecutive days as the result of their injury. This seven day period does not
include the day of the accident, but does include weekends and rest days. The report
(F2508) must be made within 15 days of the accident.
Accidents must be recorded, but not reported where they result in a worker being
incapacitated for more than three consecutive days. If you are an employer, who must
keep an accident book under the Social Security (Claims and Payments) Regulations
1979, that record will be enough.
Accidents to members of the public or others who are not at work must be reported if they
result in an injury and the person is taken directly from the scene of the accident to
hospital for treatment to that injury. Examinations and diagnostic tests do not constitute
‘treatment’ in such circumstances.
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Irrespective of whether an injury has occurred, the scene of a Dangerous Occurrence
shall be secured and not disturbed until advised by a senior manager, e.g. the
collapse, overturning or failure of load-bearing parts of lifts and lifting equipment.
(Refer to Appendix 1 for summary list of each reportable dangerous occurrence).
If anyone suddenly begins to feel unwell during the course of a day’s work, whether
an employee, subcontractor or site visitor, they must be immediately referred to the
First Aider on site who will give the patient any necessary help or attention. It is the
responsibility of the First Aider to make the decision whether or not to recommend
hospital attention if there are no signs of improvement in the patient’s condition. In
certain circumstances of ill-health and disease it is necessary to report the incident to
the HSE.
Peter Harrison is responsible for undertaking all incident and accident investigations
and for obtaining professional assistance from Health and Safety Consultant as
necessary. The following defines the steps that will be followed to perform a
successful investigation:
Ø Investigate as soon as possible after the event
Ø Visit the scene – direct observation should be done of the scene of the accident;
photos should be taken showing the condition of the site and any equipment,
materials or substances involved in the incident
Ø A statement of events should be taken from each witness, making sure as much
information is obtained and recorded as possible. Talk to the people involved
with patience, sensitivity and courtesy (remember they may be reluctant to talk
freely because they may feel it indicates they have done something wrong)
Ø Establish facts not opinions – use open type questions such as those starting
with the words; what, when, where, who and how, to ensure as much
information is obtain as possible
Ø Check and, where possible, obtain copies of relevant job instructions, safe
working practices, Method Statements, Risk Assessments, etc,
Ø Check the Site attendance (if appropriate)
Ø Consider the knowledge of those involved
Ø Consider the environment and weather conditions
Ø Look for all things that are not as they should be, even those they may not
suggest they contributed to this particular incident
Ø Clearly identify plant and equipment using name, any reference number, date of
inspection, etc
Ø Retain or impound equipment or other articles that contributed to the incident
Ø Seek further information from technical experts if necessary
Ø Concentrate on the cause of the incident rather than the cause of the injury.
The distinction can be understood in the following example: a knife is being used
to strip sheath from a cable, slips and cuts the user. The injury is caused by the
knife slipping and contacting the flesh, whereas the cause of the incident could
be the incorrect use of the knife instead of sheaf strippers, a lack of supervision
or training or a combination of both and/or others
Ø Use sketches, photographs or diagrams to help
Ø Make concise, positive recommendations to prevent any reoccurrence
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Ø Contact the Health and Safety Consultant for further guidance or assistance if
needed to carry out the investigation.
Peter Harrison is also responsible for acting on the findings of the investigations to
ensure a recurrence is avoided and for reporting the relevant accidents, diseases
and dangerous occurrences to the enforcing authority as stipulated by RIDDOR.
Information, Instruction, Training and Supervision
All employees (including management and temporary staff) will receive information,
training, instruction and supervision proportionate to the risk of the work they will be
undertaking. Information will be provided in the form of the display of a “Health &
Safety Law – What You Need to Know” poster at the company premises as well as
handbooks, manuals, labels, risk assessments, method statements and emergency
procedures, along with other forms of information that may be required from time to
time.
Instruction and training will be provided as dictated by the law and the needs of the
employees and company. Induction training is provided to all employees upon joining
the company, prior to starting any work. Signed induction forms and copies of training
certificates for all employees and subcontractors are to be sent to Peter Harrison, so
they can be logged and filed allowing for periodic checks to be made to ensure that
only competent operatives are undertaking specific tasks. These records will also be
used to identify any skills gaps and to arrange necessary training and refresher
courses.
Periodic training will be provided in the form of toolbox talks in order to ensure staff
remain up-to-date with health and safety issues. Specific training will be provided as
required by specific regulations dealing with particular hazards, such as asbestos
and manual handling; when employees work or responsibilities change and there are
new or greater risks as a result; when new plant, equipment or materials are
introduced to workplace; and periodically to refresh skills that do not get used
regularly, such as first aid training. Training will be provided during working hours
and at the expense of the company, not the employees.
Fire Precautions
In order to meet the requirements of the Regulatory Reform (Fire Safety) Order 2005
Harrison Waterproofing Limited will ensure that fire risk assessments are undertaken
on company premises and will implement and maintain a fire management plan. It is
the responsibility of Peter Harrison, to make sure the relevant fire risk assessments
are undertaken, that the results of the assessments are implemented and a fire
management plan maintained.
Escape routes within the offices/yards will be kept clear of obstructions and checked
daily to ensure this is the case; all install smoke alarms will be checked monthly to
ensure they are functioning correctly; and all fire extinguishers will be regularly
maintained and checked by an approved contractor on a yearly basis and undergo a
visual check once a month to ensure they are still in effective working order (i.e. fire
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extinguishers in the correct positions and unobstructed; that pressure gauges (were
fitted) are reading in the green zone; that all seals are intact; that the safety pin is in
place and secured by a tamper-evident seal; that the cylinder does not show signs of
leakage, rust spots or dents; and that the labelling remains clear and sharp to read).
Evacuation procedures will be clearly displayed and briefed to all employees when
they join the company and when anything within the procedure changes. Emergency
evacuation procedures will be tested every 6 months and their effectiveness
assessed in order to develop improved procedures where applicable.
Welfare Facilities
Appropriate arrangements will be made to ensure adequate welfare facilities are
available at all times. On sites under the direct control of Harrison Waterproofing
Limited Peter Harrison, will be responsible for ensure adequate facilities and
arrangements for the welfare at work are provided. For sites, not under the direct
control of the company, responsibility for the provision of adequate welfare facilities
will fall to the Principle Contractor, however it still remains the responsibility of Peter
Harrison, to ensure such facilities and arrangements are in place prior to any
Harrison Waterproofing Limited staff beginning work on site.
Monitoring, Audit and Review
To check working conditions and ensure safe working practices are being followed
checks will be performed to ensure all appropriate documentation is being displayed;
that all fire extinguishers are present, have been recently tested and not discharged’
that emergency plans are in place and have been practiced where necessary; that
relevant PPE is available for everyone; the workplace is in a clean, tidy, uncluttered
and well-lit condition; that welfare facilities are available and in good, clean condition;
chemicals are stored correctly and vehicles have undergone regular inspections and
maintenance.
Recorded checks will also be performed to ensure all PPE is still in good condition
and fit for use and that each operative has all the PPE needed for the tasks they are
expected to undertake.
Inspections will be carried out on at least one worksite to ensure safe working
practices are being followed by operatives on site and to check that the working
environment is safe.
The results of these checks and inspections are to be passed on to Peter Harrison,
for review and recording; this information along with an assessment of accident
records and investigations will be used to identify improvement opportunities and any
additional preventive actions. From the findings of the monitoring activities, the
effectiveness of the current health and safety policy and arrangements will be
reviewed and their contents altered as necessary to ensure continual improvement in
the company’s health and safety performance.
All risk assessments, COSHH assessments and associated safe working practices
along with the contents of this health and safety policy document will be reviewed
annually; or sooner if there is reason to believe they are no longer relevant or
adequate.
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Register of Legal Requirements
Legislation/Requirements

Confined Spaces Regulations 1997

Construction (Design and Management
Regulations) 2015

Control of Asbestos Regulations 2012

Comments/ Action Needed
No person at work shall enter a confined space to carry out
work for any purpose unless it is not reasonably practicable to
achieve that purpose without such entry. Where work in a
confined space is necessary then a system of work shall be
put in place to ensure the workers safety at all times.

These regulations apply to any construction or potential
construction work and categorises such work into nonnotifiable and notifiable. Appropriate risk assessments and
method statements must be produced for the work and
appropriate duty holders nominated. A Construction Phase
plan is to be produced for all construction works.

The risk from asbestos must be managed to prevent harm, to
do this it is necessary for a suitable and sufficient assessment
to be carried out as to whether asbestos is present in the
premises and then adequate control and monitoring
measures be put in place to manage the risk posed. To
provide those who may be exposed to asbestos in their day to
day work to be asbestos awareness trained.

Control of Noise at Work
Regulations 2005

These regulations are intended to protect persons against risk
to their health and safety arising from exposure to noise at
work. In order to meet the employer’s duty of care an
assessment must be carried out and appropriate controls put in
place where noise could pose a risk to health and safety.

Control of Substances Hazardous to
Health Regulations 2002 Control of
Substances Hazardous to Health
(Amendment) Regulations 2003 and
2004

These regulations are intended to protect persons against a
risk to health, whether immediate or delayed, arising from
exposure to substances hazardous to health. An assessment
of the risk created by the work and the steps needed to
ensure the health of employees must be undertaken before
works commence.

Control of Vibration at Work
Regulations 2005

These regulations are intended to protect persons against
risk to their health and safety arising from exposure to
vibration at work. Exposure limit values have been
introduced and an assessment of the risks and necessary
controls must be made prior to any work commencing.
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Legislation/Requirements

Corporate Manslaughter and
Corporate Homicide Act 2007

Dangerous Substances & Explosive
Atmosphere Regulations 2002

Comments/ Action Needed
A death at work resulting from a gross breach of duty of
care can now lead to the company being prosecuted rather
than an individual having to be identified as with previous
legislation. It is therefore imperative that all adhere strictly
to all aspects of the company’s health and safety
management system.

Where a dangerous substance is or is liable to be present at
the workplace, the employer shall make a suitable and
sufficient assessment of the risks to his employees which
arise from that substance.
Appropriate control measures are then to be introduced as
a result of the risk assessment.

Electricity at Work Regulations 1989

Intended to protect persons from the risks posed by
electricity and electrical equipment at work. All system
must at all times be of such construction as to prevent
danger, so far as is reasonably practicable, and should be
operated and maintained in such a manner as to prevent
such danger.

Employers’ Liability (Compulsory
Insurance) Action 1969 and
Regulations 1998

This ensure that an employer has at least a minimum level
of insurance cover against such compensation claims as
may be made by an employee injured at work, or an
employee or former employee who becomes ill as a result
of their work while employed.

Regulator Reform (Fire Safety) Order
2005

The Gas Safety (installation and use)
Regulations 1998

Health and Safety at Work Act 1974
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Where the premises are a workplace, the responsible
person must take such general fire precautions as will
ensure, so far as is reasonably practicable, the safety of
any of his employees. A suitable and sufficient assessment
of the risks must be carried out and appropriate control
measures put in place.

Where an employers requires any work in relation to a gas
fitting to be carried out at any place of work under his control
he shall take reasonable steps to ensure that the person
undertaking that work is approved by the Health and Safety
Executive
A duty of care is imposed on everyone at work related to
their roles, including employers, employees, owners,
occupiers, designers, suppliers and manufacturers or
articles and substances for use at work. It is therefore
necessary for a complete and functional Health and Safety
management system to be in place.

Page 24 of 21

Legislation/Requirements

Health and Safety (Consultation with
Employees) Regulations 1996

Health and Safety (Display Screen
Equipment) Regulations 1992

Comments/ Action Needed
The employer must consult relevant employees in good time
with regard to: the introduction of any measure which may
substantially affect their health and safety; appointing of
competent persons; any information required to be provided
by legislation; the planning and organisation of health and
safety training; and the health and safety consequences to
employees of the introduction of new technologies into the
workplace.

There regulations cover the minimum health and safety
requirements for the use of display screen equipment. A
suitable and sufficient assessment of the risks posed by
task and the workstation must be performed and adequate
controls put in place, including training and eyesight test
provision.

Health and Safety (First-Aid)
Regulations 1981

These regulations set out employers’ duties to provide
adequate first aid facilities. An employer has a duty to
provide adequate and appropriate facilities and equipment;
qualified first aiders to render first aid; appointed persons
where medical aid needs to be summoned.

Health and Safety Information for
Employees (Amendment) Regulations
2009

These regulations require that the Approved Poster
entitled, Health and Safety Law – What you should
know, is displayed or the Approved Leaflet is distributed.
This information tells employees in general terms about
the requirements of health and safety law.

Health and Safety (Miscellaneous
amendments) Regulations 2002

Health and Safety (Safety Signs and
Signals) Regulations 1996
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This give various amendments to the Health and Safety
(First-Aid) Regulations, Health and Safety (Display Screen
Equipment) Regulations, Manual Handling Operations
Regulations, Personal Protective Equipment at Work
Regulations, Workplace (Health, Safety and Welfare)
Regulations, Provision and Use of Work Equipment
Regulations and Lifting Operations and Lifting Equipment
Regulations

Where appropriate techniques for collective protection, and
measures, methods or procedures used in the organisation
of work cannot avoid or adequately reduce risks to
employees except by the provision of appropriate safety
signs to warn or instruct, or both, the nature of those risks
and measure to be taken.
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Legislation/Requirements

Ionizing Radiations Regulations 1999

Lifting Operations and Lifting
Equipment Regulations 1998

Management of Health and Safety at
Work Regulations 1999 Management
of Health and Safety at Work
Regulations (amendments) 2006

Manual Handling Operation
Regulations 1992

Occupiers Liability Act 1984

Personal Protective Equipment
Regulations 1992

Pressure Systems Safety
Regulations 2000
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Comments/ Action Needed
The main aim of the regulation is to establish a
framework for ensuring that exposure to ionizing
radiation arising from work activities, whether from manmade or natural radiation is kept as low as reasonably
practicable and does not exceed dose limits specified for
individuals.

The regulations aim to reduce risks to people’s health and
safety from lifting equipment provided for use at work.
Equipment provided must be strong and stable enough for
the use intended; positioned and installed to minimise risk;
used safely by competent person and subject to ongoing
thorough examination.

These regulations supplement the requirements of the
Health and Safety at Work Act 1974 and specify a range of
management issues, most of which must be carried out in all
workplaces. Every employer is required to make suitable
and sufficient assessment of risks to employees and
manage the risks.

Employers should take steps to avoid the need for
employees to carry out manual handling operations which
involves a risk of there being injured. Where it is not
reasonably practicable to avoid manual handling operations
an assessment of the risks involved and necessary control
measures is required.

A duty is owed by a person as occupier of premises to
persons other than his visitors in respect of any risk of their
suffering injury on the premises by reason of any danger
due to the state of the premises or to things done or omitted
to be done on them.
Every employer shall ensure that suitable personal
protective equipment is provided free of charge to their
employees who may be exposed to risks to their health and
safety except where is has been adequately or more
effectively controlled by other means.
Any pressure system or article which is intended to be a
component part of any pressure system must be designed
and properly constructed from suitable material to prevent
danger, only operated within the safe operating limits of the
system and regularly maintained to prevent danger.
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Legislation/Requirements

Provision and use of Work Equipment
Regulations 1998

Reporting of Diseases and Dangerous
Occurrences Regulations 2013

Smoke Free Workplace
Regulations 2007

Working Time Regulations 2002

Workplace (Health, Safety and
Welfare) Regulations 1992

Work at Height Regulations 2005
Work at Height (Amendment)
Regulations 2007
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Comments/ Action Needed
The regulations primary aim is to ensure that work
equipment is used without risks to health and safety,
regardless of its age, condition or origin.
Requirements are placed on employers to carry out risk
assessments, ensure suitability of work equipment,
maintenance, inspection and employee competency

These regulations require the reporting of specified
accidents, ill health and dangerous occurrences to the
enforcing authorities. They include death, major injury and
more than seven-day lost-time accidents, as well as certain
diseases and dangerous occurrences, refer to the guidance
for details.

All enclosed and substantially enclosed public places and
workplaces must now be smoke free. This includes both
permanent structures and temporary ones, such as tents
and marquees, as well as works vehicles.

These regulations restrict the working week to 48 hours per
7-day period. Individuals can voluntarily agree to dis-apply
the weekly working hours limit and employers must keep a
copy of all such individual agreements.

Employers have a duty to ensure that workplaces under
their control comply with the requirements of these
regulations. Any workplace and relevant equipment,
devised and systems must be properly maintained. An
appropriate environment and welfare facilities must be
provided where reasonably practicable.

These regulations require a risk assessment for all work
conducted at height and arrangements to be put in place
for: eliminating or minimising the risk from working at height;
safe systems of work for organising and performing the
work at height, selecting suitable work equipment and
protecting people from the consequences of work at height.
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